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ITA ENG

USO CONSIGLIATO
Questo macchinario permette di sagomare e/o 
incidere su lastra in metallo disegni di vario genere 
e nello stesso tempo avvolgere in varie misure.

CARATTERISTICHE
Attraverso una speciale attrezzatua composta 
sempre da due rulli, uno dei quali disegnato, 
sottopone la lastra ad una pressione tale da formare 
la sagoma incisa.Le lastre possono essere in metallo
prezioso e  non, con spessori minimi di 0.10mm e 
una largezza massima di 18mm.

MODO D’USO
Alimentaziome di rete al 220V.

MANUTENZIONE
Non neccessità nessuna manutenzione.

SUGGESTED USE
Round calender for winding round and decorate 
slabs. Slab thickness from 0,1 to 0,6 mm.

FEATURES
The machine is provided with a pair of 
interchangeable wheels. The profile and size of 
the wheels can be made up custom required. 
The diameter of the product may be changed by 
simply operating on a pin in order to execute with 
only one tool various sizes of earring, bracelets and 
chokers.

METHOD OF USE
Main 220V power supply.

MAINTENANCE
Non special maintenance is required.

CALANDRA ROUND CALENDER

DATI TECNICI

Dimensioni ingombro
200 mm X 300 mm X 800 mm (H)

Peso a vuoto
40 kg

Sistema di lavoro previsto
Automatico

TECHNICAL DATAS

Dimensions
200 mm X 300 mm X 800 mm (H)

Load less weight
40 kg

Estimated work system
Automatic


